Yodock® APC-Airport Curb

Low-Profile Demarcation Device

The Yodock® APC-Airport Curb is a
highly visible, frangible, low-profile
demarcation device used for general
airport construction and maintenance.
The Yodock APC system can be used
to assist in the demarcation of
airport runways and taxiways. It may
also be used to provide delineation for
channelization in construction areas,
parking garages, and toll booths.

The Yodock APC units are interlocked
end-to-end when installed as a demarca-
tion device or channelizer. The units may
be used empty or ballasted with water.
Delineator posts, warning flags, and
lights can be securely mounted to each
unit.

The Yodock APC-Airport Curb is compliant
with FAA Circular 150/5370-2F requirements.

Features & Benefits

* Bright color options and reflective
sheeting for increased site distance.

e Can be accessorized with delineator
posts, or signage.

¢ Stackable for efficient transportation
and storage.

Installation & Repair Advantages

* May be anchored to the roadway
surface using bolts.

e Lightweight design eliminates the
need for large equipment.

Applications

e Airport construction & maintenance
* Runway projects

¢ Closed runway perimeter

e Longitudinal channelizer

Specifications

* 96" length

e 12" width

e 8" height

e 22 Ibs. Empty

* 160 lbs. water filled
e Capacity: 16 gallons

FAA Acceptances
e FAA Circular 150/5370-2F
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